The Planar T* {/3.5—100 mm is a lens of outstanding freedom from
distortion and image quality owing to optimum speed and focal length.
This lens with Compur interchangeable shutter has been specially
developed for the Hasselblad camera.

At full aperture and when stopped down moderately, the image quality

of the Planar T* f/3.5—100 mm is superior to that of the 80 mm Planar

lens. For this reason the lens is recommended as standard lens for
photography where the demands for detail recognition and brilliance

are high.

The excellent distortion correction is also of great importance for
architectural photography and for all applications which require an
exact reproduction of the geometry of the object (e. g. for surveying).

- )* See also the Hasselblad reprint on the Planar T* f/3.5—100 mm.
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Number of lens elements: 5 Distance range: o t00.9m
Number of components: 4 Automatic depth-of-field indication for z = 0.06 mm *)
f-number: 35 Position of entrance pupil: 32.9 mm behind the first lens vertex
Focal length: 100.3 mm Diameter of entrance pupil: 28.7 mm
Negative size: 56.5 x 56.5 mm Position of exit pupil: 42.6 mmin front of the last lens vertex
Angular field 2w: diagonal 43°, side 32° Diameter of exit pupil: 33.4 mm
Spectral range: visible spectrum Position of principal plane H:  42.2 mm behind the first lens vertex
f-stop scale: 35-4-56-8-11-16-22 Position of principal plane H':  27.1 mmin front of the last lens vertex
Mount: Compur interchangeable reflex shutter ~ Distance between first and 57.2mm

size 0 with automatic iris diaphragm last lens vertex: 57.2mm

Filter mounting:
Weight:

bayonet for Hasselblad series 50
610g

*) z = circle-of-confusion diameter







